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 is your number one source for Made In The USA quality, 

Comfort RideÊ leveling kits.  Now backed with our exclu-

sive Go Everywhere É  Lifetime Limited Warranty (see 

terms at Daystarweb.com).  To assure your safety and proper installation of this 

product, take a moment to read all instructions and Product Safety Information 

before trying to install your DaystarÈ product. Current OEM suspension design is 

complex:  meaning safe and proper installation requires understanding OEM ser-

vice techniques for disassembly and assembly of the components indicated together 

with the instructions and warnings set out below and in the OEM service manual 

and your ownerôs manual. DaystarÈ strongly recommends seeking advice from or 

having this product installed by a professional mechanic who can inspect your 

suspension, confirm compatibility with your tire and wheel choice and, if needed, 

reset alignment to optimize your steering and the features of your DaystarÈ Com-

fort Ride kit.  Contact us toll free at 800-595-7659. 

 Introduction 

Product Safety Information 

Throughout these instructions important safety information is generally pre-

ceded by one of three signal words indicating the relative risk of injury. The 

signal words mean: 

  

! WARNING  A hazardous situation which, if not avoided, could result in 

death or serious injury. You can be Killed or Seriously Hurt if you donôt fol-

low instructions. 

  

! CAUTION   A hazardous situation which, if not avoided, could result in 

minor or moderate injury. You can be moderately HURT and also may suffer 

property damage if you donôt follow instructions. 

  

NOTICE       Careful attention is required to this instruction or operation but 

does generally not relate to personal injury. Damage to your product or other 

property may result if you donôt follow instructions. 

!WARNING 

Familiarize yourself with all vehicle manufacturesô and Daystar 

warnings, instructions and limited warranties before driving your 

modified suspension vehicle. Also be aware many states / coun-

tries have laws governing on-road vehicle heights and modifica-

tions. You are responsible for assuring the safety and legality of 

your vehicle. 
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Tools Needed 

Quantity Description 

 1  Floor Jack 

 2  Jack Stands 

 1  Lug Wrench 

 1  Pry Bar 

 1  10mm Wrench 

 1  17mm Wrench 

 1  20mm Wrench 

 1  21mm Wrench 

1 Torque Wrench 

Parts List 

Bill of Materials 

Quantity Part Number Description 

 2 M0875   Front Spacer 

6 S11082   Stud Extenders 

6 S10153   10mm Washers 

 6  S10292  10mmð1.5 Lock nut 

 1  P11107  Thread Lock  
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IMPORTANT NOTE:  The advertised amount of lift that this kit pro-

vides and the thickness of the spacers supplied will not be the same! For 

example, a 2-1/2ò lift may only have 1-1/2ò thick spacers.  The reason 

for the difference between the spacer thickness and the amount of lift 

has to do with suspension geometry.   There is a ratio involved, and it is 

this ratio that determines the thickness of the spacers.  Rest assured, in-

stalling the spacer supplied will result in the proper amount of lift out at 

the wheel. 

!Warning: Always work with appropriate personal safety 

gear including safety glasses, gloves and hearing protection if 

using air powered tools. 

 Begin by inspecting the components & hardware for dam-

age. Then compare components & hardware to the bill of materi-

als for completeness. If anything is missing/damaged, do not pro-

ceed with the installation. Please, call Daystar Products (800-595-

7659) and we will send you the missing of damaged components 

free of charge.  

 

!Caution: Vehicle front end must be raised to install spacer 

kit. Using a hydraulic chassis lift will  greatly ease installation. 

If another jack is used, assure vehicle is level on a firm sur-

face, in park (1st gear), rear wheels blocked and jack stands. 

Installation Instructions  
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1. Jack the front of the vehicle in accordance to manufacture rec-

ommendation and support with jack stands, so the front two 

tires are off the ground. 

2. Remove the two front tires/wheels. 

3. On 2011 model and if equipped with EPAS (Electronic Power 

Assist Steering), please unplug the plug on the steering assem-

bly by the front differential and also disconnect the sway bar 

end links at the top. 

4. Disconnect the brake line from the strut tower. 
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5. Separate the upper ball joint from the spindle. Use a ball 

joint 

6. Remove the 3 upper strut mounting nuts on the top off the 

strut tower. 

7. Loosen the lower strut bolt and nut and push the upper 

control arm up and pull the strut toward you.  

8. Apply the thread lock to the (3) strut studs and install the 

stud 

Extenders 


